
 57

—INLAND— 
Lights and Shapes 

 
RULE 24—CONTINUED 

 
(c) A power-driven vessel when pushing ahead or towing alongside, 

except as required by paragraphs (b) and (i) of this Rule, shall exhibit: 
(i) instead of the light prescribed either in Rule 23(a)(i) or 23(a)(ii), two 
masthead lights in a vertical line; 
(ii) sidelights; and 
(iii) two towing lights in a vertical line. 

 
 
 
 
 
 
 

 

 
 

Power-driven vessel pushing ahead or towing alongside—towing 
vessel less than 50 meters in length. 
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—INTERNATIONAL— 
Lights and Shapes 

 
RULE 24—CONTINUED 

 
(d) A power-driven vessel to which paragraph (a) or (c) of this Rule apply 

shall also comply with Rule 23(a)(ii). 
 

 
 

Power-driven vessel towing astern—length of tow 200 meters or less. The after 
masthead light is optional for vessel less than 50 meters in length. Same for Inland. 

 
(e) A vessel or object being towed, other than those mentioned in 

paragraph (g) of this Rule, shall exhibit: 
(i) sidelights; 
(ii) a sternlight; 
(iii) when the length of the tow exceeds 200 meters, a diamond shape 
where it can best be seen. 

 

 
 

Vessel or object being towed-length of tow exceeds 200 meters. Same for Inland. 


